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Hoch hinaus 
mit ganz viel Spielwert
Die einzigartigen Türme der Firma 
Richter Spielgeräte GmbH bieten 
ein ganz besonderes Spielerlebnis 
und laden kleine und große Kinder 
zum Klettern und Entdecken ein. 
Die Zwischenböden schaffen kleine 
Räume, die zum Verstecken und zu 
unterschiedlichsten Rollenspielen 
einladen. In den unteren Spielebe-
nen fühlen sich Kinder geborgen und 
geschützt, finden es aber ebenso 
spannend, in das nächste Stockwerk 
hinaufzuklettern. Die Anbaumöglich-
keiten verschiedener Kombinations-
elemente wie beispielsweise Rutsche, 
Hängebrücke oder Kettensteg ma-
chen die Türme besonders attraktiv.

Der runde Burgturm ähnelt stark 
einem alten Wehrturm und ist be-
liebter Treffpunkt für größere Kinder 
und Jugendliche. Über eine Leiter 
erreicht man den in zwei Meter 
Höhe liegenden Boden, von dem 
aus sich die Aussicht genießen lässt. 
Im unteren Bereich lädt eine runde 
Sitzbank zum Verweilen ein. Der 
Burgturm ist durch seine markante 
Ausstrahlung signalwirkend und gibt 
einer Spiellandschaft einen besonde-
ren Akzent. 

Unsere zwischen 7 und 13 Meter 
hohen, von weitem sichtbaren Pyra-
midentürme haben durch ihre eigen-
willige Formgebung einen starken 
Signalcharakter und sind gut geeig-
net, um Spielräume zu kennzeichnen 
und ihnen eine besondere, unver-
wechselbare Identität zu geben. Die 
Metallspitze glänzt im Licht und die 
Schwartenverkleidung ist trotz ihrer 
Stabilität transparent und lichtdurch-
lässig. Eine farbliche Gestaltung gibt 
einen zusätzlichen Akzent. Platziert 
man die Türme als Gruppe, ist es 
möglich, ein Rutschensystem mit 
Verbindungstunneln entstehen zu 
lassen, das eine große Attraktion für 
Freizeitanlagen darstellt.

Darüber hinaus geben unsere indivi-
duell angefertigten, thematisch an 
die einzelnen Projekte angelehnten 
Türme wie z.B. Leuchttürme, Aus-
sichtstürme oder Beobachtungstür-
me unterschiedlichsten Spielräumen 
auf der ganzen Welt einen einzig-
artigen Charakter mit besonders 
hohem Spielwert.
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MAGGIE
DALEY PARK 
TÜRME
CHICAGO/ USA
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Lighthouse Chicago Maggie Daley Park
Richter Spielgeräte
 
Material of Base Body:  Steel 4mm - 3 layer coating
Material of Platform and Roof Construction Stainless Steel Grade 304 
 
 
Design and finishes according to MVVA’s LASI No. 040, except by MVVA/APE-Richter agreement 30 June 2014, the underside of the roof will not be painted
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For supplemental Data refer also to 
100% CD L-821, L-845, L-870
 
Additional information for position of 
foundations, etc. see also Page 2

Conference Tube,
Stainless Steel Grade 304

connected underground to Conference Tube on top

Tubular Chime 
Little Foundation needed (approx. 1ft concrete cube) - 
alternatively bolt chain directly to existing concrete slab

MAGGIE
DALEY PARK 
LEUCHTTURM
CHICAGO/ USA
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A ( 1 : 50 )

B ( 1 : 50 )
Conferences

C ( 1 : 50 )

A

B

C

Tower 2 - 
large Tower

Tower 1  - low 
Tower

low

middle

high

top of all foundations at 
-40cm below finished grade 
(FG)!

Slide A
attachment height 
770cm

Slide B 
attachment height 
620cm

slide C 
attachment 
height 470cm

Bridge section 1

Bridge Section 2

Bridge Section 3

Bridge Section 4

Bridge section 5

Bridge Section 6

connection
connection

connection

connection 

Chain Path (preinstalled)

Floor Net 
(preinstalled)

Floor Net (preinstalled)

Floor Net (preinstalled)
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Richter Spielgeräte GmbH
Simsseestraße 29
D-83112 Frasdorf
+49 8052-17980

Nice - Parc de Ray

Caracol S.a.r.l.

18, rue du 14 juillet
93310 Le Pré-Saint-Gervais

AB157239

Customer

Building
projekt

Equipment
proposal

SizeScale

Page

Date

Name

Title

Equipment Quotation/Order-No 

M. Ittner
31.01.2019

4-4

A2
perspectives
not to scale
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Production release for this design
Position in the site, given heights and the design of the equipment have been checked by us.
The equipment can be produced according to this drawing.  Deviations caused by production
(tolerances) are permissible.

customer, name                                                                 place                              date

PARC DU RAY
TRANSPARENTE 
TÜRME
NIZZA/ FRANKREICH
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BURGANLAGE
FERRARA/ ITALIEN
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BURGTURM
SWANSCOMBE/ ENGLAND

NAGOLD/ DEUTSCHLAND22 23DUBAI/ VEREINIGTE ARABISCHE EMIRATE



TULSA
TÜRME
TULSA/ USA
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TULSA
WATER
TOWER

Suspension Bridge Entrance ( 1 : 50 ) Archimedic Screw Water Elevator ( 1 : 50 )

A-A ( 1 : 50 )

B-B ( 1 : 50 )

C-C ( 1 : 50 )

Vertical Water Playground ( 1 : 50 ) Slides ( 1 : 50 )

D-D ( 1 : 50 )

E-E ( 1 : 50 )

F-F ( 1 : 50 )

Section M-M ( 1 : 50 )

AA

B B

C C

DD

EE

FF

M

M

TEILELISTE
BESCHREIBUNGBAUTEILNUMMERANZAHLOBJEKT

 Cross Beam Steel 2x 45 ° 120x12043
 Cross Bracing 45°118
 Floor Beam Steel 120x60 incl. lashes for 

center piece 60mm
812

 Floor Beam Steel 120x60413
 Floor Beam Steel Center Piece 120x60514
 Center Piece Steel  120x120x6116
 Cross Beam Steel 2x45° incl Lashes for 

Center Piece
223

 Wooden Floor Standard427
 Floor Beam Center Piece Steel longer 

(3130mm)
229

 Wooden Floor at Cross Beam130
 Floor Beam Steel with Lashes for 

Wooden Timber
431

 Floor Beam Steel 120x60 incl. lashes for 
center piece 
120mm

233

 Cenetr Piece Steel 120x120x6 short134
 Floor at Bridge 1136
 Post 1150
 Post 2152
 Post 3156
 Post 4158
 Cap for Bracing Center Ring 1104
 Cross Beam at Bridge1107
 Welding Plate4118
 Floor at Tunnel SLide1119
 Foundation 21126
 Strebenkreuz Water Tower unten flacher 

30°
2142

 Wechsel 120x120x6 kurz Water Tower1146
 Bodenbelag durchgehend Water Tower 

auf schmalem Bodenriegel
1147

 Druckriegel mit Anschlüssen 45 Grad 
einseitig

3148

 Bretterverkleidung Giebel Water Tower1153
 Bretterverkleidung8158
 Bretterverkleidung Tunnelrutsche_MIR1161
 Bretterverkleidung Giebel Water Tower 

mit Gitter
1164

 Bretterverkleidung VA Gitter volle Fläche13165
 Bretterverkleidung Buckelrutsche1167
 Bretterverkleidung Eingang unten 45°1168
 Bretterverkleidung VA Gitter unten 2172
 Hebelpumpe1188
 Wasserwaldmast mit Auslauf 5m1191
 Skizze für Archimedische Schraube1194
 Wippsaugpumpe1196
 Eckpfosten Schöpftrog2198
 Strebe Vorbau1209
 Futterholz bei Streben 45°3224
 Futterholz bei Streben 45°_MIR3225
 Bretterverkleidung Durchgang Water 

Tower copy
1229

10x10 Lärche10x10 Lärche-1099mm1099,000 mm231
 Dachrinne Water Tower2233
 Dachrinne Ablauf2234
 Dachrinne Bogen in Rinne1235
 Dachrinne Ablaufbogen in Rinne1236
 Dachrinne Fallrohr auf Klappkästen1237
Brett Lärche 12x3Brett Lärche 12x3-3600mm10800,000 mm238
 Druckriegel mit Anschlüssen 45 Grad 

einseitig Dachkranz Giebel
2242

 Bretterverkleidung VA Gitter mit 
Revisionsöffnung

4243

 Archimedische Schrauben HAlterungen1249
 Druckriegel Hängebrückenseite oben1250
 Aufhängung 1-schnittig T61256
 Concrete Retaining Wall1258
 Bretterverkleidung Water Tower über 2 

Felder
1259

 Bodenriegel bei Hängebrückenanschluss2260
 Bodenbelag bei Hängebrückenaufhängung1261
 Bodenriegel mit Anschluß für Riegel bei 

Eingang Hämgebrücke
1262

 Bretterverkleidung unter 
Hängebrückenrahmen

2264

 FG Tower 6 Sand1265
 Dach komplett1286
 Druckriegel einseitig flacher als 30°3288
 Druckriegel flacher als 30° - 45°1289
 Druckriegel flacher als 30° - 45° mit 

Anschluss Wechsel
2290

 Bodenriegel mit Anschluss für Wechsel 
120mm Typ2 

1291

 Baugruppe31293
 Tunnelrutsche T 790 lll1294
 Bretterverkleidung unten schmal1295
 Steg Variante1296
 Hebelpumpe in Podest eingebaut1297
6x6 Lärche6x6 Lärche-875mm1750,000 mm322
8x8 Lärche8x8 Lärche-800mm8140,000 mm323
10x10 Lärche10x10 Lärche-1040mm1040,000 mm324
 Rahmen für Gitter bei Archimedischen 

Schrauben
1332

 Abtrenngitter Wasserspiel1334
 Strebenkreuz Anbauturm5335
8x8 Lärche8x8 Lärche-1088mm10880,000 mm337
 Wasserspielgeräte an Water Tower1338
Flachrundschraube mit VierkantansatzDIN 603 - M10 x 804339
UnterlegscheibeDIN 125 - A 10,56340
SechskantmutterDIN 934 - M102341
SechskantmutterDIN 934 - M123342
 Leiter komplett1343
 Strebenkreuz Anbauturm lange Seite5344
 Eckpfosten Schöpftrog 11345
 Eckpfosten Schöpftrog 21346
UnterlegscheibeDIN 125 - A 1340347
SechskantmutterDIN 985 - M1220348
SechskantschraubeISO 4014 - M12 x 8020349
 Anschraublasche Antikletterverkleidung2350
6x6 Lärche6x6 Lärche-3600mm14400,000 mm351
6x6 Lärche6x6 Lärche-2800mm11200,000 mm352
 Revisionsschacht1354
 Archimedische Schrauben1356
 Baugruppe um Spritzrad1357
 Baugruppe81358
 Fundament 2 Fuß1359
 SubslAB FOR sAND1360
Brett Lärche 12x3Brett Lärche 12x3-2800mm14000,000 mm363
12x12 Lärche12x12 Lärche-2990mm2990,000 mm364
 Antikletterverkleidung bei Schrauben1365
6x12 Lärche6x12 Lärche-2525mm2525,000 mm366
6x12 Lärche6x12 Lärche-2565mm5130,000 mm367
Unterlegscheiben - normale Ausführung - 
Produktklasse A

ISO 7089 - 12 - 140 HV2369

Sechskantschrauben mit GanzgewindeISO 4017 - M12 x 802370
 Strebenkreuz Water Tower unten flacher 

30° copy
1371

 Antikletterschürze1372
RingmutternDIN 582 - M122373

1 

A0

 

_Water Tower Production Release

Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name

30.09.2015 Pichler Florian

C:\Vault\CAD-Daten\2012-162 Tulsa\CAD\Tower Combination\6 Water Tower\_Water Tower 
Production Release.idw
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Copyright 2015
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (08052/1798-0)

Y

X

343 cm
[11,24 ft]

327 cm
[10,73 ft]

327 cm
[10,73 ft]

Bridge Level (ADA 
accessible via 
elevated route)
644.98 ft

TEP 
631.00 ft

84 cm
[2,74 ft]

-

TEP  

ADA Accessible Level 
from Suspension Bridge

Accessible Seesaw Pump
serves also for ADA Transfer down to Slide
(hand support and adequate height of approx. 14")

95 cm
[3,12 ft]

39
 c
m

[1,
29

 f
t]

Production Release
The overall measures and the elevations have been checked by us.
The shown equipment can be produced according to this drawing.
Amendmends on detail level and deviations caused by production tolerances are permissible.
 
 
 
_____________________________________      ___________________    _______________  
Customer                                                                 Place                                 Date
 

Internal Ladder Access
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Top of Sand 633.75 ft
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TULSA
ROYAL
TOWER
TULSA/ USA

H ( 1 : 10 )

J ( 1 : 30 )

K ( 1 : 30 )

H

J

K

XYZ coordinates of centers of top surfaces of 
foundations are shown correctly. 
Their respective dimensions are only indicative
and have to be calculated according to the loads
provided by Richter Spielgeräte GmbH 
and local building regulations and site constraints.

TEP 642.96 ft

Bridge Level
653.84 ft

1 m
[3,28 ft]

additional embedded plate 
for anchoring of bracing

additional embedded plate 
for anchoring of bracing

Front View
Bridge Entrance

Right ViewLeft ViewRear View
Throne Tourette

Roof transparent
covered with Carl Stahl Mesh

Throne Tourette

Throne Tourette

Secret Exit

Production Release
The overall measures and the elevations have been checked by us.
The shown equipment can be produced according to this drawing.
Amendments on detail level and deviations caused by production tolerances are permissible.
 
 
 
_____________________________________      ___________________    _______________  
Customer                                                                 Place                                 Date
 

15,47 m
[50,75 ft]

67,0

30
,2

37
,8

46,5

10,8 (12 cm)

46,5

18
,7

Position of 
Conferences

10
,8(1

2cm
)
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TULSA
CONNECTOR TOWER 
UND WIZZARD TOWER
TULSA/ USA

1 

A2

Wizzard Tower - Tower 5

M1:50

Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name

F.Rottenkolber

C:\Vault\CAD-Daten\2012-162 Tulsa\CAD\Tower Combination\5 Wizzard Tower\_Wizzard 
Tower.idw
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633,82 ft.

644,98 ft.

634,76 ft.

28
,7
 c
m

[0
,9
4 

ft
]

31
1,6

 c
m

[10
,2
2 

ft
]

23
3,
0 

cm
[7
,6
4 

ft
]

352,5 cm
[11,56 ft]

12
74

,1 
cm

[4
1,8

0 
ft
]

Optical Illusion

Echo tube

Colored glass

Gate to suspension bridge

Gate to ridig bridges

Ladders

Cone spinner

Z

X

Z

Y

Copyright 2015
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (08052/1798-0)

XYZ coordinates of centers of top surfaces of 
foundations are shown correctly. 

Their respective dimensions are only indicative
and have to be calculated according to the loads

provided by Richter Spielgeräte GmbH 
and local building regulations and site constraints. 2015-09-16

Production Release
The overall measures and the elevations have been checked by us.
The shown equipment can be produced according to this drawing.
Amendments on detail level and deviations caused by production tolerances are permissible.
 
 
 
_____________________________________      ___________________    _______________  
Customer                                                                 Place                                 Date
 

Kaleidoscope

Conference

Oktoscope
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Copyright 2015
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (08052/1798-0)

Production Release
The overall measures and the elevations have been checked by us.
The shown equipment can be produced according to this drawing.
Amendmends on detail level and deviations caused by production tolerances are permissible.
 
 
 
_____________________________________      ___________________    _______________  
Customer                                                                 Place                                 Date
 

XYZ coordinates of centers of top surfaces of 
foundations are shown correctly. 
Their respective dimensions are only indicative
and have to be calculated according to the loads
provided by Richter Spielgeräte GmbH 
and local building regulations and site constraints.

FG 634.80ft

TEP 634.05ft

Floor Level inside Tower 3 
651,59ft

Side View right
with Coat of Arms

Side View front
with Net Tunnel Frame

Side View left
with Coat of Arms

Side View rear
with Net Tunnel Frame

10,69 m
[35,07 ft]

5,12 m
[16,79 ft]

3 m
[9,84 ft]

2,87 m
[9,41 ft]

3,46 m
[11,36 ft]

3,46 m
[11,36 ft]

1,89 m
[6,19 ft]

0,86 m
[2,81 ft]

Openings enclosed with Carl Stahl Mesh

Net Tunnel Frame Front

Net Tunnel Frame Rear



TULSA
KITCHEN
TOWER

A A

B

B

EE

F F

G G

K K

Copyright 2015
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (08052/1798-0)

60
 c

m
[1,

97
 f

t]

37
7 

cm
[12

,3
8 

ft
]

59
0 

cm
[19

,3
6 

ft
]

11
09

 c
m

[3
6,
38

 f
t]

no ADA access to upper level

all windows enclosed with steel mesh

Production Release
The overall measures and the elevations have been checked by us.
The shown equipment can be produced according to this drawing.
Amendmends on detail level and deviations caused by production tolerances are permissible.
 
 
 
_____________________________________      ___________________    _______________  
Customer                                                                 Place                                 Date
 

86 cm
[2,81 ft]

18
2 

cm
[5
,9
7 

ft
]

83 cm
[2,71 ft]

17
2 

cm
[5
,6
5 

ft
]

57 cm
[1,87 ft]

57
 c

m
[1,

87
 f

t]
28

5 
cm

[9
,3
6 

ft
]

271 cm
[8,89 ft]

Kitchen unit with hot
plate and kitchen sink

Conference to
Wizzard Tower

Frame for net bridges to Connector Tower

382 cm
[12,52 ft]

409 cm

[13,41 ft]

10
8 

cm
[3
,5
4 

ft
]

Opening to
Rigid Bridges

Kitchen Tower (Tower 4)

Sand

62 cm

[2,05 ft]

Anterior claddings are not shown in
perspective view for clarity reasons.
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TULSA
WATCH
TOWER

 634,25 ft.

 653,843 ft.

 635,25 ft.

Telescope

Gate to net tunnel bridge

Gate to suspension bridge

Inclined net

Bell tower (inside tower)

35
,6
 c

m
[1,

17
 f

t]
17

6,
5 

cm
[5
,7
9 

ft
]

39
0,
6 

cm
[12

,8
1 
ft

]
23

2,
5 

cm
[7
,6
3 

ft
]

12
85

,9
 c

m
[4
2,
19

 f
t]

Top of floor 3 closed with boards

Windows with mesh
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PLATTFORM-
TURM
HIGH WYCOMBE/ ENGLAND

Information on installation of slides
Care should be taken that slides are not oriented to a southeast and southwest direction (heating up of material). If this is not possible, appropriate measures must be taken to ensure the provision of shade. In the case of
tunnel slides, this is only necessary for the open run-out area.

General information for clients
The contractor is responsible for checking that all conditions necessary for configuration of the children's playground equipment are met (space requirements, available space, necessary ground elevation, existing
ground elevation, etc.). This also includes supply lines (under and above ground) and consideration of any other possible constraints of the location. The client is to ensure on site that surfacing is constructed in
compliance with EU standards on free height of fall.

Richter Spielgeräte GmbH
Simsseestraße 29
D-83112 Frasdorf
+49 8052-17980

Odds Farm

TimberPlay Ltd.

Nursery Street
Sheffield S3 8GG

AB144808

Aizlewood's Mill

Customer

Building
projekt

Equipment
proposal

SizeScale

Page

Date

Name

Title

Equipment Quotation/Order-Noproduction release

M. Ittner
05.04.2016

3-3

A1
cross-sections
1:50

safety distance according to EN 1176, can overlap with other falling spaces

safety distance according to EN 1176, must not overlap with other falling spaces

wider safety distance than EN standard, recommended by Richter Spielgeräte GmbH,
can overlap with other falling spaces

position of ladder
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3.68306 Inclined Balancing Beam, h=1,00m, larch with steel foot

3.66570 Rope Bridge, l=5,00m, red
3.66623 Support Frame for Platform Tower on h=1,00m

3.12100 Triangular Hut with ladder, platform height 1,00m, larch with steel feet

S3.66647 Support Frame for Hut on h=0,50m

S3.30000 Platform Tower, lower platform on h=1,00m, upper storey h=3,00m, incl. connection
for Tunnel Slide; larch with steel feet

3.66260 Chain Path with safety board, l=3,00m
3.66290 Frame for connection to Hut
3.66250 Frame for connection to Platform Tower

3.68000 Tunnel Slide, stainless steel, attachment height 3,00m, right curve, inclination 35°,
standard run-out

S3.16300

3.66263 Chain Path without safety board, l=3,00m
3.66290 Frame for connection to Hut
3.66230 Chain Path-End frame 

Special Hexagonal Hut with ladder and roof, platform heights  0,50/1,80m, transparent
cladding on 4 sides; larch with steel feet

3.66110 Suspension Bridge, l=5,00m
S3.66057 Support Frame for Hut on h=0,50m   2x

S3.66305 Bridge, l=5,00m, with transparently closed railing, height of railing 1,30m
S3.66364 Support Frame for Hut h=0,50m   2x

1.10100 Marmalade the Pig on top of the Platform Tower - design to be specified by customer

S3.13300 Special Platform Hut with ladder and roof, platform heights 0,50/1,80m, larch with steel
feet

3.67000 Open Slide, stainless steel, attachment height 2,30m, left curve, inclination 36°, special
run-out

0.30220 Connection for Open Slide

3.66280 Chain Path with safety board, l=5,00m
S3.66290 Frame for connection to Hut on h=0,50m   2x

S3.66305 Bridge, l=5,00m, with transparently closed railing, height of railing 1,30m
S3.66364 Support Frame for Hut on h=0,50m   2x

S3.16100

S3.67503 Climbing Wall with 8 Grips for Special Hexagonal Hut, h=1,80m

3.69120 Inclined Climbing Net, red, h=1,50m on Huts; standard net installed steeper

Special Hexagonal Hut with ladder, platform heights 0,50/1,80m, larch with steel feet

S3.69480 Firemen's Pole, stainless steel, height adjusted for Special Hexagonal Hut  

S3.69480 Firemen's Pole, stainless steel, height adjusted for Special Hexagonal Hut  

Combination:
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The slide support post can
be shortened according to
the requirements on site.
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The suspension bridge should not
touch the ground when its under load.
Please sdjust the profile accordingly.
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SECHSECKTURM
MÜNCHEN/ DEUTSCHLAND
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WHISBY
NATURAL 
WORLD TOWERS
WHISBY/ ENGLAND
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PLANUNG
PYRAMIDENTURM-
KOMBINATION UND
SATELLITENTURM
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Channel 9 Tower

S3.42000-K Pyramid Tower

Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name

16.11.2020 P.Heuken

D:\Vault\CAD-Daten\_Projekte und Bauvorhaben\AUS 2020-10-15 Channel 9 
Park\Zeichnungen\S3.42000-K Pyramid Tower.idw

  

-

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Druckdatum: 03.02.2015  18:30

Copyright 2020
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (+49 8052/1798-0)

A ( 1 : 50 )

1 

A3

Channel 9 Tower

S3.42000-K Pyramid Tower

Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name

16.11.2020 P.Heuken

D:\Vault\CAD-Daten\_Projekte und Bauvorhaben\AUS 2020-10-15 Channel 9 
Park\Zeichnungen\S3.42000-K Pyramid Tower.idw

  

-

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Druckdatum: 03.02.2015  18:30

Copyright 2020
Richter Spielgeräte GmbH
83112 Frasdorf, Tel. (+49 8052/1798-0)

3,31 m

5,24 m

3,
29

 m

7,
76

 m

MADRID/ SPANIEN UND MELBOURNE/ AUSTRALIEN
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PLANUNG
BAUMDORFTÜRME 
UND NATUR- 
BEOBACHTUNGSTURM
TORONTO/ KANADA
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PLANUNG
FLEDERMAUS-
BEOBACHTUNGS-
TURM
TORONTO/ KANADA
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